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Ficha Técnica CT 327 005

expedido: am-03-07KÖSTER CT 327 1C Sealer
Test certificate (No. 12 10459-S / 210) MPI Adendorf, individual test of the slip-resistant property according to DIN 51130, 02/2014 and DGUV rule 108-003; with KÖSTER CT 227 1-component silane; R 10 slip
resistance
Test certificate (No. 12 9939-S / 20) MPI Adendorf, individual test of the slip-resistant property according to DIN 51130, 02/2014 and DGUV rule 108-003; with KÖSTER CT 227 1-component silane; R 12 slip resistance
UV test
Abrasion resistance
VOC content

One-component, flexible, UV and weather-resistant, solvent-free,
transparent top sealer for light to medium mechanical and chemical
loads
Características
KÖSTER CT 327 1 Component Sealer is a UV and weather-resistant,
flexible, solvent-free, transparent, single component top sealer for light
to medium mechanical and chemical loads. KÖSTER CT 327 1
Component Sealer is easy to use.

Datos Técnicos
Consistency approx. 100 mPas (+ 23 °C)
Density approx. 1.0 g / cm³
Color transparent, shiny
Application temperature min. + 5 °C
Pot life (+ 23 °C) approx. 1 hr.

Campos de aplicación
Top sealer for the KÖSTER CT 227 1-component Silane System,
which is provided with KÖSTER Color-Chips with contrast or full
broadcast.

Sustrato
Dry to slightly damp, remove standing water beforehand, must be free
of loose components and free of oil and grease.

Aplicación
The ready-to-use material is applied crosswise in two layers using a
KÖSTER resin roller or brush. 0.1-0.2 kg of KÖSTER CT 327
1-Component Sealer are required per layer.

Consumo
approx. 0.1 - 0.2 kg/m² per layer (min. 2 layers)

Limpieza
Immediately after use with KÖSTER Universal Cleaner.

Empaque
CT 327 005 5 kg bulto

Almacenamiento
Store frost-free at temperatures between + 5 ° C and + 25 ° C. Can be
stored for a minimum of six months in closed containers. After partial
removal and further storage, the containers must be closed
immediately (do not mix up the caps) and stored "upside down" to seal
the closures from the inside and minimize the penetration of moisture
into the container.

Seguridad
Contains diisocyanate. When working with the material, work clothing
that covers arms and legs or a protective suit must be worn. When
working in confined spaces or in the "overhead area" hoods or covers

must be worn. Wear suitable protective gloves (e.g., nitrile gloves) and
protective goggles. Further information can be found in the Material
Safety Data Sheet. Obey all local, state, and federal safety regulations
when processing the material.

Otros
Liquid polymers react to temperature fluctuations with changes in
viscosity and hardness. Coating work is only to be carried out when
temperatures are falling or constant. A low temperature causes a
slower, high temperature and larger amounts of material cause an
accelerated hardening. Coatings must be protected from moisture in all
forms until they are completely dry. In the event of contact with tires,
depending on the tire manufacturer's rubber compound and/or other
conditions, possible discoloration of the coating may occur.

Productos relacionados
KÖSTER Color-Chips Codigo de producto CT 429
KÖSTER Resin Roller 250 mm Codigo de producto CT 916
KÖSTER Resin Roller 150 mm Codigo de producto CT 917
KÖSTER Universal Cleaner Codigo de producto X 910 0
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La información contenida en esta hoja de datos técnicos se basa en los resultados de nuestra investigación y en nuestra experiencia práctica en el campo. Todos los datos de prueba dados son valores promedio
que se han obtenido en condiciones definidas. La aplicación adecuada y, por lo tanto, eficaz y exitosa de nuestros productos no está sujeta a nuestro control. El instalador es responsable de la correcta aplicación
teniendo en cuenta las condiciones específicas del sitio de construcción y de los resultados finales del proceso de construcción. Esto puede requerir ajustes a las recomendaciones dadas aquí para casos estándar.
Especificaciones hechas por nuestros equipo o representantes que excedan las especificaciones contenidas en esta hoja técnica requieren confirmación por escrito. Los estándares válidos de prueba e instalación,
las guías técnicas y los reglamentos de tecnología reconocidos deben cumplirse en todo momento. Por lo tanto, la garantía solo se aplica a la calidad de nuestros productos dentro del alcance de nuestros términos y
condiciones, más no a su aplicación efectiva y exitosa. Esta guía ha sido revisada técnicamente; dejando todas las versiones anteriores sin validez.
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